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LAN 10107 
Parts break down list 

 

 
 
 

LAN103020 (2) 

 
 

LAN10119 

 
 

 
LANFS6602-16 

 
 

 
 

 
LANFF2703-8-8-12 

 
 
 

        
 
 
 
 

LAN1501-8-8 (2) 
 

 

 
 
 
 

LANFS6400-8-8 (2) 

 
 

 
 
 
 
 
 
LAN10107CYL  (2)                       LAN10107-0007                                 LAN10107CYLSTOP  
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NOTE: 
 

ALL LANKOTA FEEDER HOUSE LIFT CYLINDERS ARE TO 
BE INSTALLED WITH LANKOTA CYLINDER HOSE KITS 

AND HEAVY DUTY CYLINDER SAFETY STOPS. 
 
 

1. If equipped, remove head from combine. 
 
2. Properly support feeder house with blocks or other adequate equipment to avoid movement of feeder      house 

during removal and installation of lift cylinders. 
 
3. Lower feeder house to lowest point to remove as much oil from lift cylinders as possible. 

 
4. Shut off engine.  Set parking brake.  Remove key from ignition. 

 
5. Remove original oil lines attached to each cylinder.  Cap ends of hoses to avoid oil contamination and excessive 

oil loss.  See FIGURE 1 and FIGURE 2. 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

FIGURE 1                                                                           FIGURE 2 
 

 
6. Remove cylinder pins from feeder house end of cylinders. 
 

www.lankota.com


Lankota Inc Combine Header Adapters 2006 

Kit LAN 10107 Lankota is the trademark of Lankota, Inc. 4 
1.866.526.5682 www.lankota.com 4/20/2010  

7. Remove pins from frame end of cylinders.   
 

8. Remove cylinders from combine.  Also remove the feeder house safety stop on the left hand cylinder at this 
time.  See FIGURES 3 and 4. 

 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 

FIGURE 3                                                                             FIGURE 4 
 
 
 

9. Install new Cylinders (LAN 10107CYL).  Using original hardware removed in Step 6 & 7, install frame end of 
cylinders first.   

 
10. Install feeder house end of cylinders. 
 
11. Install new Safety Stop (LAN 10107CYLSTOP) using original hardware.  See FIGURE 5 and 6. 
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FIGURE 5                                                                                      FIGURE 6 

12. Remove caps installed on hydraulic hoses in Step 5.  Install original hydraulic hoses on new lift cylinders and 
tighten fittings. 

 
13. On the forward most oil port on new lift cylinders, install Hydraulic Fittings (LAN 1501-8-8).  Position fittings 

to face directly backwards, parallel with cylinders.  See FIGURE 7. 
 
 
 
 
 
 
 
 
 

FIGURE 7 
 

14. On right hand cylinder, install Hydraulic Hose (LAN103020) to fitting installed in Step 13.  Tighten hose 
fitting. 

 
15. On left hand cylinder, install Hydraulic Hose (LAN103020) to fitting installed in Step 13.  Tighten hose fitting 

 

                      
 

Figure 8 
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