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LAN 84108  
Parts break down list 

 
 
 
 
 

 
LAN 166993  

LAN 5250906 
 

* LAN 25162  

 
* LAN 175880  

 
* LAN 14M7298  

 
 
 
 
 

LAN 204828 

 
 
 
 
 

*LAN 18A  
* LAN 03M7185  

 
* LAN 202510 

 
 
 
 
 

*LAN 3718 
   

* LAN 6FF  
LAN 169707 

  
 

 

* Items are included in the bag of hardware 
John Deere and JD are registered trademarks of Deere & Company
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LAN 84108  
Installation Instructions  

Converts 90 Series Corn Heads with hydraulic deck plates  
to single point hook up on 60 series combines.   

 
Preparation 
 
1. Raise the feeder house, lifting the corn head completely. 
2. Shut off the engine, set the parking brake, and lower the safety stop. 
3. Always remove paint from areas to be welded to avoid toxic fumes. Always 

paint, grind, or weld in well ventilated area. 
 

 
Mounting storage bracket for single point Coupler (It’s best to perform this mounting after you’ve 

attached the hoses to the multi coupler block) 
 
 
1. Position storage bracket on left side of feeder house opening on header.  Locate an open area that will not 

interfere with drive shaft storage.  Allow for adequate hose and electrical length for the multicoupler. 
 
2. Drill the four holes using a 3/8 inch drill bit for the Storage Bracket  (LAN 204828) and mount the bracket 

to the head using the provided Carriage Bolts (*LAN 18A) and Nuts (*LAN 3718).  
(See Figure 1) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

FIGURE 1 
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Hydraulic Coupler  
 
1. Disconnect hose from left-hand hydraulic coupler. (See Figure 2) 
2. Install Cap (*LAN 6FF) onto left hand hydraulic coupler. (See Figure 2) 
 

 
Figure 2 

 
3. Disconnect hose from right hand hydraulic coupler. (See Figure 3) 
4. Install Cap (*LAN 6FF) onto right hand hydraulic coupler. (See Figure 3) 

 

 
Figure 3 
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