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LAN – 84122 

Parts break down list 
 

 
LAN - 160558 

 
* LAN – 33FS3068  

* LAN – 38H1604 

 
LAN - 166978 

 
* LAN – 14M7303 

 
* LAN – QWKW 

 
* LAN - 47229  

* LAN – 94522 
 

LAN - 128240 

 
LAN - 128241 

 
LAN - 165978 

 
LAN - 162870 

 
LAN - 206290 

 
LAN - 209 

 
* LAN – FS640068 
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* LAN – FS640066 

 
* LAN – 19M7784 

 
* LAN – 14M7296 

 
* LAN - 75167 

 
* LAN - 2411 

 
* LAN - 2414 

 
* LAN - 44302 

  

 
* Items are included in bag of hardware 

 
 

John Deere and JD are registered trademarks of Deere & Company 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

www.lankota.com


Lankota Inc Combine Header Adapters 2010   

* Items are included in bag of hardware 
Kit LAN84122 Lankota is the trademark of Lankota, Inc. 4 
1.866.526.5682 www.lankota.com 4/20/2010 

 
 
 
 
 
 

LAN 84122 
Installation Instructions 

Converts 900 Series Draper Heads to 50 Series & earlier model combines. 
  

Preparation 
 

1. Raise the reel. 
2. Insert locking pins supporting the reel in the up position. 
3. Press and hold the reel lift button to relieve hydraulic pressure on reel. 
4. Remove head from combine (consult owners manual). 

  
Installing Mounting Brackets 
 

1. On the right hand side of the head, measure from the bottom of the attachment 
frame rail down 10 inches and mark. Then measure 3 inches in from the outside 
of rail to the front of the head and mark. (See Figure 1) 
 

 
Figure 1 

 
2. Weld Bracket (LAN – 166978) to rail on mark made in previous step. 
 

10” 

3” 
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3. Repeat same steps for left hand side. (See Figure 2) 
 

 
Figure 2 

 
4. Attach Coupler Bracket (LAN – 165978) to Mounting Bracket (LAN – 166978) 

installed on the right hand side in the previous steps. Retain bracket with two 
Bolts (*LAN – 19M7784) and two Lock Nuts (*LAN – 14M7296).  
(See Figure 3) 
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Figure 3 

 
 
 
 

 
5. Attach Coupler Bracket (LAN – 162870) to Mounting Bracket (LAN – 166978) 

installed on left hand side in previous steps. Retain bracket with two Bolts  
(*LAN – 19M7784) and two Lock Nuts (*LAN – 14M7296). (See Figure 4) 

 

 
Figure 4 

 
Routing hydraulic hoses  
(Note: When performing these steps, cap the hose ends to prevent hydraulic fluid 
contamination.) 

LAN - 165978 

LAN - 162870 
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