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LAN – 84151 
Parts list 

 
 
 
 
 

LAN – 166991 

 
 
 
 
 

LAN – 5250906 

 
 
 

 
*LAN – 75167 

 
 
 
 
 
 

*LAN - 175880 

 
 
 
 
 
 

* LAN – 94522    (2) 

 
 
 
 
 
 

* LAN – 17108    (2) 
 
 
 
 
 
 

LAN - 204828 

 
 
 
 
 
 

* LAN – 120847    (6) 

 
 
 
 
 
 

* LAN – 112567    (3) 
 
 
 
 
 
 

LAN - 202416 

 
 
 
 
 
 

* LAN – 202510    (3) 

 
 
 

 

 
* LAN – 18A    (4) 

 
 
 
 
 
 

LAN - 202414 

 
 
 
 
 
 

 * LAN – 3M7189    (3) 

 
 
 
 
 
 

* LAN – 3718    (4) 
 
 
 
 
 

LAN – 202417 

 
 
 
 
 

LAN – 202415 

 
 
 
 
 

LAN - 202413 
 

John Deere and JD are registered trademarks of Deere & Company 
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LAN 84151 
Converts 900 Series Platform Heads With  

Reel Fore/Aft To Single Point Hookups for JOHN DEERE Combines 
 

 
Preparation 

 
1. Lower reel and insert bolts or pins into reel slide arms to prevent reel movement. 
2. Remove head from combine. 
3. Ensure all hydraulic handle valves are in the closed position until installation is complete. 
4. Always wear proper safety equipment. 

 
 Hose Holders (See Figure 1) 

 
1. Measure the top beam of feeder house opening to find the center and mark. 
2. From center mark, measure to the right and left 38 inches and mark both sides. 
3. Using all three marks, measure from the front edge of beam back toward combine side 2 1/16 inches and 

mark each spot.  
4. Before drilling holes make sure that no lines or wires are under the marks made in step 3. Drill a 

17/64 inch hole at each marking. (3 TOTAL HOLES) 
5. After drilling the three holes, thread the holes using an 8mm by 1.25mm tap.  

 

 
 

Figure 1 
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 Installing and Routing of Hydraulic Hoses. 
 

1. Locate one Hydraulic Male Poppet (*LAN – 17108).  Attach fitting to the Hydraulic Hose with the dark 
blue band (LAN – 202415).  Tighten fitting. (See Figure 4)  
 

 
 
 
 
 
 

Figure 4 
2. Locate opening under the top beam on the left hand side of the head that goes above feeder house 

opening. (There are hoses already running underneath it.) Taking the Hydraulic Hose marked with the 
dark blue band (LAN - 202415), run the male end from left to right. (See Figures 5 & 6)   
 

     
            Figure 5                       Figure 6 
 

3. Plug the hose into lower right hand coupler. (See Figure 7) 
 

 
Figure 7 
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